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CONSTRUCTION NOTES _
@ RELOCATE EXISTING SIGNAL HEAD AS SHOWN.

REMOVE EXISTNG PEDESTAL POLE AND FOUNDATION
12" BELOW GRADE. REMOVE EXISTING SIGNAL HEAD
AND ASSOCIATED CABLE ON COMPLETION OF
INTERSECTION RELATED WORK. .

- © RELOCATE AND REALIGN EXISTING VIDEO DETECTION
CAMERA AS SHOWN.

@ CUT EXISTNG 50 FT. MAST ARM TO 38 FT LENGTH.,
GALVANIZE AND CAP.

@ REMOVE EXISTING HANDHOLE. CAP AND ABANDON
CONDUIT. - :

GENERAL NOTES

1. VIDEO CAMERA LDCA'TION/ALI_GNING
- SHALL BE COORDINATED WITH THE
SHA ENGINEER. - '

2. FOR FINAL SIGNING AND PAVEMENT
MARKINGS, AND FOR INTERSECTION
SIGNS NOT DETAILED IN THIS
DRAWING REFER TO THE
SIGNING/PAVEMENT MARKING PLAN.
ALL SIGNING AND PAVEMENT
MARKINGS DETAILED SHALL BE
INSTALLED IN ACCORDANCE WITH.
MSHA STANDARDS.

3. THE CONTRACTOR SHALL BE

(® INSTALL 24 IN. WHITE LEAD FREE PERMANENT
THERMOPLASTIC PAVEMENT MARKING.

@ ALL OTHER PERMANENT PAVEMENT MARKINGS TO

| ~ BE INSTALLED BY OTHERS.

() RELOCATE EXISTING SIGN AS SHOWN.

@ REMOVE BAGGING FROM ALL INTERSECTION SIGNS
— ON COMPLETION OF INTERSECTION RELATED WORK.

® REMOVE ALL TEMPORARY GUIDE SIGNS.ON COMPLETION
OF INTERSECTION RELATED WORK.

BY: henryad

RESPONSIBLE FOR TERMINATING
ALL SIGNAL CABLE TO THE
APPROPRIATE TERMINALS AND
PROPERLY LABELING EACH CABLE.

4. ALL UNUSED CABLE SHALL BE REMOVED

AND DISPOSED OF BY THE CONTRACTOR.

5. UNDERGROUND UTILITIES SHOWN ON

THESE PLANS ARE SCHEMATIC ONLY AND
MAY NOT BE COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING
“MISS UTILITY” PRIOR TO CONSTRUCTION
SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE
UTILITIES AND THE TRAFFIC SIGNAL WILL
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